SHOTOKU SH90/SH120

For ENG/EFP Applications

BROADCAST SYSTEMS

SH90 For ENG camcorder applications SH120 For EFP portable camera applications
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SH120 Payload Capacity (kg)

| ]SPECIFICATIONS
SH90 SH120
Max. Payload 15 kg/ 33.1 Ibs 25 kg/ 55.1 Ibs

Optimum Payload 6 kg-13 kg/ 13.2 1bs-28.6 Ibs 12 kg-18 kg/ 26.5 1bs-39.7 Ibs
Pan Range 360 360
Tilt Range +75°/-90° +75° 1 -60° (-90°)*

o o

Counterbalance Continuously adjustable Perfect Counterbalance Continuously adjustable Perfect Counterbalance

Pan and Tilt Fluid Drag Control High-quality fluid drag system High-quality fluid drag system

Camera Fixing Two-direction sliding quick-release plate with two 3/8" screws Two-direction sliding quick-release plate with two 3/8"screws

Pan Bar One telescopic pan bar (PBR100) included One telescopic pan bar (PBR100) included

Ball Diameter 100 mm/ 3.9" 100mm/ 3.9"

Level Luminescent (button battery included) Luminescent (button battery included)
Dimensions (L)X (W)X (H) 140 mmX185 mmXx275 mm/ 5.5"X7.3"%10.8" 140 mmX185 mmx275 mm/ 5.5"X7.3"%10.8"
Weight 3.8 kg/ 8.4 Ibs 3.8 kg/ 8.4 Ibs

*The SH120 Perfect Counterbalance range is +75° to -60°; an optional upgrade extends the range to +75° to -90°.




