SHOTOKU TDA100/TSA100/TT-66

For ENG/EFP Applications

BROADCAST SYSTEMS

TDA100 TSA100 TT-66/L/S

Aluminum Two-stage Tripod Aluminum Single-stage Tripod Spreaderless Aluminum Three-stage Tripod

_ JFEATURES | ]SPECIFICATIONS
TT-66 TT-66L TT-66S
TDA100/ TSA100 TDA100 TSA100 (standard size) (long size) (short size)

@ High rigidity aluminum alloy tubes T Two-stage Single-stage Three-stage Three-stage Three-stage
ype aluminum tripod  aluminum tripod  aluminum tripod  aluminum tripod  aluminum tripod

@ Reinforced tripod design for high bend strength —
. . Mount for Head 100 mm/3.9" bowl 100 mm/3.9" bowl 100 mm/3.9" bowl 100 mm/3.9" bowl 100 mm/3.9" bowl
@ Leg brake system simultaneously achieves —«——"--—~—-~-~—+—-—-—4H4——

superior durability and high holding power  Max. Height Ut ivie U9 )]

(with SGL100 attached) (with SGL100 attached) | 126 MM/ 44.3" 1722 mm/67.8" 396 mm/15.5

TT-66 / TT-66L / TT-66S 443 mm/ 17.4" 726 mm/ 28.6"

Min. Height (with SGL100 attached)  (with SGLI0D attached) 2> MM/ 5.6 U3 w5 Je s

@ Perfect for ultra low angle shooting . e e
® No spreader needed Transportation Length 718 mm/ 28.2" 918 mm/ 36.1" 500 mm/ 19.7" 650 mm/ 25.6" 300 mm/ 11.8"

® Won't bend even with ENG camera Weight 3.0 kg/ 6.6 Ibs 2.9 kg/ 6.3 Ibs 2.6 kg/ 5.7 Ibs 3.0 kg/ 6.6 Ibs 2.0 kg/ 4.4 Ibs

and head mounted
@ Designed for high rigidity
@ Three-stage design for high portability

SGL100 Floor Spreader SML100 Mid-Level Spreader (with rubber feet) CSS100 Soft Case (for head and Single-stage tripod)

PBL100 Left Pan Bar CMP100 (with two 3/8" screws)




